1

Aviation Safety Investigation Report
198903783

Bell 47 G2
19 June 1989

2

Aviation Safety Investigation Report
198903783
_____________________________________________________________________________________________

Readers are advised that the Australian Transport Safety Bureau investigates for the sole purpose
of enhancing transport safety. Consequently, Bureau reports are confined to matters of safety
significance and may be misleading if used for any other purposes.

Investigations commenced on or before 30 June 2003, including the publication of reports as a result of
those investigations, are authorised by the CEO of the Bureau in accordance with Part 2A of the Air
Navigation Act 1920.
Investigations commenced after 1 July 2003, including the publication of reports as a result of those
investigations, are authorised by the CEO of the Bureau in accordance with the Transport Safety
Investigation Act 2003 (TSI Act). Reports released under the TSI Act are not admissible as evidence in any
civil or criminal proceedings.
NOTE: All air safety occurrences reported to the ATSB are categorised and recorded. For a detailed
explanation on Category definitions please refer to the ATSB website at www.atsb.gov.au.
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Occurrence Number:
Location:
Date:
Highest Injury Level:
Injuries:

198903783
Occurrence Type: Accident
Moonstone (56km NE Alpha) QLD
19 June 1989
Time: 1045
Nil
Fatal
Crew
0
Ground
0
Passenger 0
Total
0

Aircraft Details:
Registration:
Serial Number:
Operation Type:
Damage Level:
Departure Point:
Departure Time:
Destination:

Serious
0
0
0
0

Minor
1
0
0
0

None
1
1
2

Bell 47 G2
VH-UTU
20
Aerial Work
Substantial
Moonstone QLD
0900
Moonstone QLD

Approved for Release: 24th August 1989
Circumstances:
The pilot reported that the first flight of the day commenced at 0700 hours and landed to refuel after one hour and
forty five minutes. She stated that before refuelling, she dipped the tank and noted that there was 15 to 20 litres of
fuel remaining. The next flight commenced at 0900 hours, and at 1040 hours the helicopter departed the muster area
to return to the refuelling point, which was about five minutes away. About two minutes later, the engine coughed
once and then stopped. The aircraft was autorotated onto a cleared track, and during the landing the mainrotor struck
the tailboom and the skids were bent. Inspection of the wreckage revealed that the fuel supply had been exhausted.
This occurrence was not the subject of an on-site investigation and the above information was provided by the pilot
and passenger.
Significant Factors:
The following factors were considered relevant to the development of the accident
1. The helicopter was operated with insufficient fuel reserve.
2. The engine failed due to fuel exhaustion.
3. The pilot misjudged the landing flare.

