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Readers are advised that the Australian Transport Safety Bureau investigates for the sole purpose
of enhancing transport safety. Consequently, Bureau reports are confined to matters of safety
significance and may be misleading if used for any other purposes.

Investigations commenced on or before 30 June 2003, including the publication of reports as a result of
those investigations, are authorised by the CEO of the Bureau in accordance with Part 2A of the Air
Navigation Act 1920.
Investigations commenced after 1 July 2003, including the publication of reports as a result of those
investigations, are authorised by the CEO of the Bureau in accordance with the Transport Safety
Investigation Act 2003 (TSI Act). Reports released under the TSI Act are not admissible as evidence in any
civil or criminal proceedings.
NOTE: All air safety occurrences reported to the ATSB are categorised and recorded. For a detailed
explanation on Category definitions please refer to the ATSB website at www.atsb.gov.au.
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Occurrence Number:
Location:
Date:
Highest Injury Level:
Injuries:

198802567
En-route Bourke - Dubbo NSW
23 May 1988
Nil
Fatal
Crew
0
Ground
0
Passenger 0
Total
0

Serious
0
0
0
0

Occurrence Type: Incident
Time: 1900 Approx.

Minor
0
0
0
0

None
0
0
0

Aircraft Details: Beechcraft 200-C
VH-AMM
Registration:
Serial Number: BL-125
Aerial Work (Air
Operation Type:
Ambulance)
Damage Level: Nil
Departure Point: Bourke NSW
Departure Time: N/K
Dubbo NSW
Destination:
Approved for Release: June 27th 1989
Circumstances:
The aircraft was cruising at flight level 170 in clear conditions at night. Although no thunderstorms had been
forecast, the crew observed some electrical activity on the intended track. The weather radar was reported to have
been functioning normally and detected scattered cells. The pilot under check elected to divert to the right of the
track to remain clear of those cells and also activated the seatbelt warning chimes twice to alert the nursing sister
seated in the cabin. The Captain reported that, although it was dark, ground lights and the weather radar indicated
that there were no cloud build-ups ahead of the aircraft after the diversion. Shortly after, the aircraft encountered an
area of severe turbulence associated with wispy cloud. During that encounter, one of two stretcher patients sustained
minor facial injuries after striking nearby equipment. Both stretcher patients had been restrained at the time of the
occurrence.
Significant Factors:
The following factors were considered relevant to the development of the accident:
1. Dark, night conditions.
2. Isolated, unforecast thunderstorms.
3. The aircraft encountered an isolated area of severe turbulence in clear air.

