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Readers are advised that the Australian Transport Safety Bureau investigates for the sole purpose
of enhancing transport safety. Consequently, Bureau reports are confined to matters of safety
significance and may be misleading if used for any other purposes.

Investigations commenced on or before 30 June 2003, including the publication of reports as a result of
those investigations, are authorised by the CEO of the Bureau in accordance with Part 2A of the Air
Navigation Act 1920.
Investigations commenced after 1 July 2003, including the publication of reports as a result of those
investigations, are authorised by the CEO of the Bureau in accordance with the Transport Safety
Investigation Act 2003 (TSI Act). Reports released under the TSI Act are not admissible as evidence in any
civil or criminal proceedings.
NOTE: All air safety occurrences reported to the ATSB are categorised and recorded. For a detailed
explanation on Category definitions please refer to the ATSB website at www.atsb.gov.au.
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Occurrence Number:
Location:
Date:
Highest Injury Level:
Injuries:

198400001
Occurrence Type: Accident
Lapunyah, 60 km NNW of Goondiwindi QLD
4 January 1984
Time: 659
Fatal
Fatal
Crew
1
Ground
0
Passenger 0
Total
1

Aircraft Details:
Registration:
Serial Number:
Operation Type:
Damage Level:
Departure Point:
Departure Time:
Destination:

Serious
0
0
0
0

Minor
0
0
0
0

None
0
0
0

Cessna 182-A
VH-WAM
Aerial Inspection
Destroyed
Lapunyah QLD
0659
Lapunyah QLD

Approved for Release: 5th June, 1984
Circumstances:
The pilot had completed a pre-flight inspection, when he received a message to the effect that there was an
unfamiliar vehicle in the vicinity of a new farm piggery, about 2 km from the strip. He boarded the aircraft, which
shortly afterwards was seen to take-off and fly at low level towards the piggery. A farm employee at the piggery
observed the aircraft approaching in straight and level flight and with normal engine noise. The aircraft then began
to turn to the left, but struck a recently erected single wire power line at a height of 23 feet above the ground. The
left wing tip and one propeller blade were severed and the aircraft cartwheeled to the ground. No defect or
malfunction was subsequently discovered which might have affected the pilot's ability to safely control the aircraft.
It was considered probable that the pilot was concentrating on locating and identifying the vehicle near the piggery,
to the extent that he overlooked the presence of the power line. Notwithstanding the above, the reason the pilot
chose to fly at such a low height could not be determined.

